


Size

2FT

4FT

8FT

L

26.14″

49.76″

97.01″

W

3.98″

3.98″

3.98″

H

5.22″

5.22″

5.22″

Installation Spacing
             (L1)

19.68″

43.30″

90.55″

DROP CEILING PENDANT MOUNT INSTALLATION
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T-Grid Bracket x2

2

Junction Box x1
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PWM4x5 Screw x2
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PM4x6 Screw x6

3

Plastic Grommet x1
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Power Feed Canopy x1

Cable Clamp x1
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Wire Nut x5
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Cable Tie x3

Canopy (S) x1

13

Canopy (L) x1
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Clip the brackets into the T-Grid ceiling.
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Aircraft Cable x2Power Cord  x1

8

4 5

6
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Fix the branched ends of the aircraft cables to the threaded
rods at both sides of the luminaire body.

Knock out the knockout hole. Align and mate the terminals of the power cord with those of the luminaire body, and clip the SR 
cable clip of the power cord into the U-shaped groove.  

Tuck the wires into the luminaire body and reinstall
the endcap.

Installation Completion Diagram
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Fasten the two halves of the T-Grid bracket together with two PM4x6
screws and a PWM4x5 screw. Pass the threaded port of the T-Grid
bracket through the central hole of the canopy, then tighten the lock 
nut of the aircraft cable onto the exposed threaded port of the bracket. 

Fasten the two halves of the T-Grid bracket together with two PM4x6
screws. Insert the plastic grommet into the hole at the bottom of the
J-Box, then secure the J-Box to the T-Grid bracket with a PWM4x5 
screw. Pass the threaded port of the T-Grid bracket through the central
hole of the power feed canopy, then tighten the lock nut of the aircraft
cable onto the exposed threaded port of the bracket. Feed the power
cord through the cable clamp and the canopy, then connect it to the
mains power inside the J-Box with wire nuts. Fasten the J-Box cover
to the J-Box with two PM4x6 screws. 
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T-Grid
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Knockout Hole

Loosen the screws and remove the endcap from 
the power feed side of the luminaire.
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WALL MOUNT INSTALLATION
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KA4x30 Screw x2

3

Expansion Sleeve x2
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Plastic Grommet x1
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J-Box Cover x1
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2 2x4″ Junction Box 4″ Junction Box
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Method A: Drill holes in the wall with a drilling tool, drive the expansion
sleeves into the holes, and then feed the wires through the central hole
of the wall-mounting bracket. Secure the bracket to the designated position
with the matching KA4x30 screws.
Method B: Feed the wires through the central hole of the wall-mounting
bracket. Secure the bracket to the designated position with the 6#-32x5/16 screws.

Drill holes in the wall with a drilling tool, drive the expansion sleeves
into the holes, then feed the wires through the central hole of the
J-Box cover and secure the cover to the J-Box with 8-32 screws
Secure the wall-mounting bracket to the designated position with
the matching KA4x30 screws. 

Remove the endcaps from both ends of the luminaire, 
as well as the top cover.

Secure the fixture bracket to the mounting holes on the luminaire
body with PWM4x14 screw assemblies. Insert the plastic grommet
into the wire-passing hole.

Reinstall the endcaps and top cover.

Cut the wires inside the luminaire body, then
feed them through the plastic grommet.
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Wire Nut x5

Hang the luminaire (with its fixture bracket pre-attached) onto the wall-mouning bracket. 
Secure the two brackets with the PM3x8 screws. The installation is complete.
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Fixture Bracket x1
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Wall-Mounting 
    Bracket x1
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Machine the holes on the luminaire body in accordance with their dimensions and the details specified in the drawing.
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Connect the wires of the luminaire to the mains supply with the wire nuts.
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MULTIPLE FIXTURES CONNECTION
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Connector Pin x4

1

2

3

4

5

Insert the pins and joiner brackets into the luminaire bodies, 
then splice the bodies together. Lift the levers from the joiner
brackets, bring the loops over to the installed hooks, press
down the levers to lock the loops in place.
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Joiner Bracket x1

MULTIPLE FIXTURES CONNECTION WITH JOINERS

2

Connector Pin x4

1

Joiner Bracket x1

Remove the endcaps from both ends of the luminaires, 
as well as the top covers.

1 Remove the endcaps from both ends of the 
luminaires, along with their top covers and
the top covers of the joiners.

Mate the 3P and 2P male-female terminals on both sides inside the luminaire bodides. 3 Mate the 3P and 2P male-female terminals on both sides inside the luminaire bodides.

4 Mate the 3P male-female terminals on both sides of the luminaire bodies to supply power to the joiners.

5 Reinstall the endcaps and top covers. The installation is complete.

Reinstall the endcaps and top covers.

The installation is complete.

LoopHook Lever
2 Insert the pins and joiner brackets into the luminaire bodies, 

then splice the bodies together. Lift the levers from the joiner
brackets, bring the loops over to the installed hooks, press
down the levers to lock the loops in place.

LoopHook Lever
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